
BURY RING IN COLLAR

STEEL OR CAST-IRON

WATER LINE

2’’ CHAMFER ON EDGE

CONCRETE COLLAR

UNDISTURBED SOIL

�D

D

D

#3 REBAR

COATED WITH BITUMINOUS MATERIAL

#3 REBAR OVER TOP OF VALVE

POST INDICATOR VALVE  

GATE VALVE

18" S.Q.

�’  DIA. RIGID METAL CONDUIT

(FIRE PROTECTION LINES ONLY.

SEE PLAN FOR CONDUIT ROUTE)

CONCRETE THRUST BLOCK OR

MECHANICAL JOINT RESTRAINT

PER WU5005STD

PAINT NOTES:

ABOVE GRADE: TWO COATS OF SUITABLE ALKYD ENAMEL PAINT, COATING SHALL BE SHERWIN-WILLIAMS 

COMPANY KEM AQUA 400 WATERBORNE ENAMEL OR APPROVED EQUAL. INDICATOR POST SHALL BE FIRE 

PROTECTION RED (S-W:CONTAINER RED) FOR FIRE SPRINKLER LINES, OR TRAFFIC YELLOW (S-W: 

FEDERAL YELLOW) FOR DISTRIBUTION SYSTEM INDICATOR VALVES. 

BELOW GRADE: TWO COATS OF ASPHALT VARNISH.
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